N - AUDAX INDUSTRIES
-S4 7 Y 2, route de Tours - 72500 Chateau du Loir - France TW025A1 4
| |

NDUSTR ES Phone : (33) 2 43 38 42 00 - Fax : (33) 2 43 44 12 02
TWEETER 1023081
TWO005A14 DO4IIP0010 8
102143K S
©
s
Hi Fi. Round . Titanium . Cavity 4 Q
34 7 4 holes ¢ 8 at 90° on ¢ 86
4 4 holes ¢ 4.5 at 90° on ¢ 86
100
T ©
— Front
=
©
€
- ;
¢
N~
. 7
\L. /\
i
All dimensions in mm
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Terminal 2.8 x 0.8 © Terminal 4.8 x 0.8 @

Sensitivity Mag - dB SPLrwatt (2.83 U - @ | meter) (0.10 |:||::1:)(eq)Q

105.0 - 20.0
100.0 - 18.0
95.0 - 16.0
90.0 - 14.0
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80.0 - 10.0
75.0 8.0
70.0 - 6.0
65.0 4.0
60.0 2.0
55.0 0.0
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SPECIFICATIONS [ Maaer ]
Magnet Dimensions ¢xh | 72x15 | mm
Flux Density B 1 T
Nominal Impedance z 4 Q Force Factor BL - NA" _
Resonance Frequency Fs 1015,1 Hz Height of Magnetic Gap He 1 mm
Nominal Power Handling P 60 w Stray Flux Fmag - Am-
Sensitivity (2,83 V - 1m) E 94 dB Linear Excursion Xmax | +0,65 [ mm “
| woicecoL ] [~ PARAMETERS |
Voice Coil Diameter 25 mm Suspension Compliance Cms - um/N
Minimum Impedance erin 4,2 Q Mechanical Q Factor Qms 3,37 - HZ dB/ Oct. mH mF W
DC Resistance Dcr 3,6 Q Electrical Q Factor Qes 0,93 -
Voice Coil Inductance Lbm 0,06 | mH Total Q Factor Qts 0,73 -
Voice Coil Length h 1,7 mm Mechanical Resistance Rms - kg s 5200 6 - 6,8 60
Former - Aluminiu - Moving Mass Mms - g
Number of Layers n 2 - Effective Piston Area S 4,91 cm?
Wire type - round | - Volume Equivalent of Air at Cas | Vas - liters 2650 12 0,3 12 60
Wire material - Aluminium| - Mass of Speaker M 600 g




